FORMA FRAME™ PET CARRIER

Assemble Your Carrier:

Fig 1

1. Unfold carrier and open end flap. Locate mat and
set aside.
2. Open hook & loop flap at inner top edge of carrier.
(Fig 1)
3. Lift metal bar all the way forward and position
under hook & loop flap. (Fig 2)
4. Ensure bar is completely enclosed in sleeve and
hook & loop is completely sealed.

Fig 2

5. Repeat on opposite end to complete the
metal frame.
6. Place mat flat in carrier base with fleece side up for
cooler weather and Nylon side up for warmer
months.

Install in Car:

1 year warrAnty
Worldwise® will not accept the return of a bag that
has carried an animal. The original purchase receipt
must be provided to submit a warranty claim.
Please see insert inside the bag for details or visit
www.sherpapet.com.

Fig 3

1. Place fully assembled carrier on rear seat of car
between two LATCH™/ISOFIX points.
2. Hook the first LATCH/ISOFIX clip over the
corresponding LATCH/ISOFIX bar and ensure that
the LATCH/ISOFIX clip closes. (Fig 3)

CARE INSTRUCTIONS: Carrier: Spot clean with mild
soap and water. Never submerge straps in water,
spot clean only with a mild cleanser. Mat: Machine
wash gentle cycle in cold water. Air dry.
WARNING: HOT CARS ARE DANGEROUS FOR PETS.
NEVER LEAVE YOUR DOG UNATTENDED IN A CAR.
For pets only. This is not a toy. Keep out of reach of
children and pets when not in use. This carrier is not
a kennel or permanent habitat and is intended for pet
transport only. Train your pet to be comfortable in the
carrier before travel use. Do not leave pet unattended
with/in carrier. When using this carrier in your car,
please be sure it is correctly installed in the back seat
only per included instructions. Do not allow pets to
chew on the carrier. Inspect regularly and immediately discontinue use if any part becomes loose or
detached. Do not use or store near heat or flame.
Remove all packaging and dispose of properly, or
retain in a safe place, as appropriate.

3. Repeat with the other LATCH/ISOFIX clip and bar.
4. Place the top tether strap over the top of the car
seat, hook the tether clip to the tether hook behind
the seat, and adjust the length of the strap so that
there is no slack. (Fig 4)

Fig 4

NOTE: Please review your car's manual for tether
and LATCH/ISOFIX locations.

Fold Down for Storage:
1. Open hook & loop flaps on each end of the carrier.
(Fig 2)
2. Fold down metal frame until it’s flat against the
carrier base.
3. Fold carrier flat by pushing one side down to
flatten. (DO NOT apply pressure to top of carrier to
fold.) (Fig 5)
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